ATHOS

Crépe - Gasato/Gassed

Ne 28/2 - Nm 2/48000
COMPOSIZIONE
100% Cotone Pettinato
IMPIEGDO
Tessitura ordito e trama
ATTENZIONI PARTICOLARI
Filato GASATO: dopo lavaggio, il colore pud cambiare in conseguenza
dell’'eliminazione del tipico tono giallo dovuto alla gassatura.
Il filato melange gasato presenta generalmente una maggiore polverosita rispetto ai normali filati.
Le solidita sono riferite al prodotto dopo lavaggio.
| colori non sono solidi alla sovratintura ed al candeggio
MINIMI

Colori|STOCK SERVICE): minimo una scatola

Maggiorazione prezzo applicata a quantita inferiori alla scatola

COMPOSITION
100% Combed Cottan
ABPPLICATION
Weaving warp and weft
SPECIAL CARES
GASSED yarn: KNIT after washing, the colour shade may change
as a result of the elimination of the typical gassed yellow tone.
The gassed melange yarn generally presents more dust than narmal yarns.
Fastness data refers to the product after washing.
Fastness of colours is not sufficient for overdyeing and bleaching
MINIMUM

STOCK SERVICE| colours: ane box minimum

For guantity less than one box: extra charge

INFORMAZION| TECNICHE / TECHNICAL INFORMATIONS

SOLIDITA 150 SCARICO SU COTONE DEGRADO
FASTNESS MSCHARGE ON COTTON COLOR CHAMGING
LAVAGGIO IN ACQUA 40° C i

WASHING AT 40° C 105-108 R 4
LAVAGGIO A SECCO i

DRY CLEANING 105-001 4 4
SUDORE ACIDO-ALGALIND = : %

ACID-ALKALINE PERSPIRATION
SFREGAMENTO/RUBBING

REATTIVI / ZOLFD A SECCO / DRY  105-X12 3.4 4
REATTIVI A UMIDD / WET 3-4 4
ZOLFO A UMIDO / WET 5.3 3
LUCE ARTIFICIALE i
ARTIFICIAL LIGHT 105-B02 4
Mote: valori medi | everage values
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