BIO-CAMEL soOLID COLOURS

Nm 2/50000 - Nm 3/50000 - Nm 3300

COMPOSIZIONE
80% Cotone Organico Pettinato
20% Cammello
IMPIEGD
Macchine Rettilinge finezza 14/12/5 ad 1 capo
ATTENZION| PARTICOLARI
| colori non sono solidi alla sovratintura ed al candeggio,
ISTRUZIONI DI LAVAGGID
Lavare in acqua a 30° con sapani neutri oppure a secco con solventi adatti,
In caso di maglieria rigata con colori forti & contrastanti lavare solo & secco.
CONSIGLI UTILI
Questo filato e consigliabile lavorarlo a pit guidafili.

Verificare sempre che il filato sia idonea all'uso al quale viene destinato,
All'inizio della produzione controliare sttentamente | primi teli ed in caso di irregolarita del filato interrompere
immediatamente la smacchinatura avvisando I'Ufficio Tecnico, |a filatura riconoscera solo kg, 3 di filato smacchinato
ed in nessun caso capi finiti e confezionati,

MINIMI
Quantita minime: richiedere supplementi all'ufficio vendite.
TINTORIA
| filato viene tinto con coloranti reattivi,

Le cotte ideali di tintoria sono da richiedersi al nastro ufficio commerciale

COMPOSITION
B80% Organic Combed Cottan
20% Camel Hair
APRLICATION
Flat knitting machines 14/12/5 gauge 1 ply.
SPECIAL CARES
Fastness of colours is not sufficient for overdyeing and bleaching
WASHING INSTRUCTION
Wash in 30" water with neutral soap or dry clean with suitable solvents,
In case of striped knitting dry clean anly,
USEFUL INSTRUCTION
Knitting this yarn with three or more thread guides is recommended.

Always ensure that the yarn is suitable for the final end use far which it is intended,
When starting production check knitted panels carefully. If yarn defects are noticed STOP knitting immediately, and
inform Technical Dept. NO CLAIM will be accepted by spinner for more than 3 kilos of knitted yarn and in no case
claims will be accepted on finished garments.

MINIMUM
Minimum guantity; the surchages have to be required to sales office.
OYEING
The yarn is dyed using reactive dyastuff.

The minimum dyeing batches have to be checked with the sale office

FASTNESS

LIGHT COLOURS DARK COLOURS

C.th  Sec.lo C.Ch Sc.Co
Washing in water 30° C UNIEN IS0 105-CO08 4 4 4 3-4
Dry cleaning UNIEN 180 105-D01 4 il
Ory rubbing UNIEN IS0 105-X12 4 3
Wet rubbing UNI EN ISD 105-X12 3-4 2-3
Light UNIEN IS0 105-BDZ2 4

The ahaove data are average values coming from tests carried out in our laboratories
80% OCS organicaliy grown cotton
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BIO-CAMEL MELANGE

Nm 2/50000 - Nm 3/50000 - Nm 3300
COMPOSIZIONE
80% Cotone Organico Pettinato
20% Cammella
IMPIEGO
Macchine Rettilinee finezza 14/12/5 ad 1 capo
ATTENZIONI PARTICOLARI
| colori non sono solidi ella sovratintura ed al candeggio.
ISTRUZIONI DI LAVAGGIO
Lavare in acqua a 30° con saponi neutri oppure a secco con solventi adatti.
In caso di maglieria rigata con colori fortl e contrastanti lavare solo a secco.
CONSIGLI UTILI
Verificare sempre che il filato sia idoneo all'uso al guale viene destinata.

AlVinizio della produzione cantrollare attentamente | primi teli ed in caso di irregolarité del filato interrompere
immediatamente la smacchinatura avvisando I'Ufficio Tecnico, |a filatura riconoscera saolo kg. 3 di filato smacchinato
ed in nessun caso capi finiti e confezionatl.

MINIMI
Quantitd minime: richiedere supplementi all' ufficio vendite.

SOLIDITA
[Valare medio] in acqua 40°C 4, & secco 4, luce 4/5

COMPOSITION

80% Organic Combed Cottan

20% Camel Hair
APPLICATION
Fiat knitting machines 14/12/5 gauge 1 ply.
SPECIAL CARES
Fastness of colours is not sufficient for overdyeing and bleaching
WASHING INSTRUCTION
Wash in 30° water with neutral soap or dry clean with suitable solvents,
in case of striped knitting dry clean only.
USEFUL INSTRUCTION
Always ensure that the yarn is suitable for the final end use for which it Is intended.
When starting production check knitted panels carefully. If yarn defects are noticed STOP knitting immediately, and
inform Technical Dept, ND CLAIM will be accepted by spinner for more than 3 kilos of knitted yarn and in no case

claims will be sccepted an finished garments.

MINIMUM
Minimum quantity: the surchages have to be required to sales office.
FASTNESS
" o%ﬁ%ﬂjﬂﬂgﬂ"mn [Medium figures] water 40°C 4, dry cleaning 4, light 4/5
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